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PRODUCT OVERVIEW

LEAP Solo 5K provides persistent aerial
overwatch from up to 400' AGL, for up to 24 
hours without landing. LEAP Solo 5K supplies 
5KWs of power to multi-rotor, dual rotor 
and single rotor heavy lift drones, allowing 
for up to 21 lbs of payload.  The LEAP Solo 
5K can securely transmit up to 30Gps of 
data from the air to ground through it’s 
secure hybrid tether, even in RF contested 
or denied areas.

PRODUCT APPLICATION
With the ability to carry payloads up to 21 lbs. total 
weight at 400' AGL for up to 24 hours, LEAP Solo 5K is 
ideal for many missions:

MILITARY: ISR, targeting, base security, tactical and edge
communications, ATAK relay
HOMELAND SECURITY: Border protection, crisis
communications, special event over-watch
COMMERCIAL: Disaster relief communications, special 
event security and communications, temporary networks

For all missions, command and control, images, signals, 
and sensor data are instantly available for use on the 
ground or backhaul via satellite, RF/MANET, microwave, 
or fiber PoP.

PRODUCT INFO

PRODUCT NAME
LEAP SOLO 5K

PRODUCT CODE
USAS-ALSII5K450DF48VAPS

PRODUCT MARKETS
COMMERCIAL / HOMELAND SECURITY / MILITARY

PRODUCT AVAILABILITY
4-6 WEEKS FROM ORDER

TECHNICAL
DATA SHEET



KEY PRODUCT FEATURES

LEAP Solo 5K is a payload agnostic system with many 
payloads already certified for use, including:

• Comms: Microwave, 5G, LTE, DAS, MN-Mimo, VHF, 
UHF, LMR, Wi-Fi

• ISR: Visible and MWIR cameras, COT, object 
tracking, realtime geopointing, target designator

• Sensors: Counter UAV radar, Synthetic Aperture 

CERTIFIED SYSTEM PAYLOADS

Three cases, easy setup and ready to fly within 30 
minutes.

SYSTEM MOBILITY
The system is powered from a ground based 
240VAC, 12,000W generator, or shore power
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TECHNICAL DATA SPECIFICATION

Propulsion Power 50VDC - 55VDC (12S) 5,000W Continues

CATEGORIES PRODUCT SPECIFICATIONS

Payload Power (2 channels) 12VDC or 24VDC (400W) 48VDC (400W)

Flight Time Unlimited (Shore Power / AC Generartor)          

Flight Height (Tethered) 400Ft AGL (122m AGL)

Operational Environment    Wind 30Mph / 48Kph  -10-120F / -23-49C Light Rain / Snow

Secure Air to Ground Data Bandwith Standard 2Gbs Custom up to 30Gps

Payload Data Connectivity 2 Gigabit ethernet ports, 1 PoE+ ethernet port, 1 or 2 fiber ports

Data Backhaul Connectivity LEO/GEO Satellite LTE/5G Cellular  Fiber POP

External Power 220VAC Shore Power 220/120VAC Generator


