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PRODUCT OVERVIEW

LEAP Tactical provides persistent aerial
overwatch from up to 300' AGL. It can stay 
on station for up to 24 hours without landing.
The drone has an integrated visual and
infrared thermal camera, paired with AI-
enabled person and vehicle identification
and tracking. Video can be viewed
globally via secure link. LEAP Tactical is
housed within one hardshell case for easy
transport.

PRODUCT APPLICATION
USaS’s LEAP Tactical tethered drone system has been 
designed for first responders, search and rescue, event 
security, campus security and personal security. 

The integrated camera will allow for overwatch and 
observation up to 300’ above the target. The 15 inch 
screen allows for local video analysis or video from the 
drone can be transmitted to a command center or any 
person globally using the built in cellular backhaul.

The drone flight control system is autonomous and 
simple to use.
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KEY PRODUCT FEATURES

64mp visual camera combined with a Boson 
longwave infrared (LWIR) thermal camera

DRONE SENSOR

One case, easy setup and ready to fly within 10 
minutes.

SYSTEM MOBILITY

Proprietary autopilot and GCS (closed source). One 
touch take off and landing

EASE OF USE

The system C powered from a common 120VAC 
outlet, 1000W generator, car invertor or optional 
battery supply

EXTERNAL POWER
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TECHNICAL DATA SPECIFICATION

LEAP Tactical Size and Weight 28.5” x 18” x 9” 51 Lbs

CATEGORIES PRODUCT SPECIFICATIONS

LEAP Tactical Drone Size 440mm x 440mm 17.3” x 17.3”

Flight Time Unlimited (AC/Gen/Invertor) 5 Hrs (Battery Supply)           

Flight Height (Tethered) 300’ AGL (91 m AGL)

Operational Environment    Wind 40Mph / 64Kph  -10-120F / -23-49C Light Rain / Snow

Drone Sensor (ISR) 64MP sensor EO 4K @ 30FPS EO 640 x 512 Res IR

Drone Sensor Compute Integrated FLIR PRISM AL Software Stack

Video Broadcast Bonded Cellular LEO/GEO Satellite  Wi-Fi Hotspot

External Power 120VAC 1000W Gen/Invertor Battery Supply (optional)


